A company of SIM Tech

SIM928A AT Commands Manual V1.00

Software Design
. )




H
‘:—_O..Il
g o LAl l]

Smart Machine Smart Decision

Document Title: SIM928A AT Commands Manual
Version: 1.00

Date: 2013-03-28

Status: Release

Document Control ID: SIM928A AT Command Manual V1.00

General Notes

SIMCom offers this information as a service to its customers, to support application and
engineering efforts that use the products designed by SIMCom. The information provided is based
upon requirements specifically provided to SIMCom by the customers. SIMCom has not
undertaken any independent search for additional relevant information, including any information
that may be in the customer’s possession. Furthermore, system validation of this product designed
by SIMCom within a larger electronic system remains the responsibility of the customer or the

customer’s system integrator. All specifications supplied herein are subject to change.

Copyright

This document contains proprietary technical information which is the property of Shanghai
SIMCom Wireless Solutions Ltd, copying of this document and giving it to others and the using or
communication of the contents thereof, are forbidden without express authority. Offenders are
liable to the payment of damages. All rights reserved in the event of grant of a patent or the
registration of a utility model or design. All specification supplied herein are subject to change

without notice at any time.

Copyright © Shanghai SIMCom Wireless Solutions Ltd. 2013

SIM928A_ AT Commands Manual_V1.00 2 2013. 03.12




A comparsy of S Tech Smart Machine Smart Decision

Version History

SIM928A_AT Commands Manual_V1.00 3 2013. 03.12



H
‘:—_OIIII
g o LAl l]

Smart Machine Smart Decision

Contents

VEISION HISTOTY ..evtieiiieiiieiieitete ettt ettt ettt ettt et eat e eabeenbeesbeenseenseenseenseenseenseenseenseenseenseenseensean 3
COMEBIES ...ttt sttt et et ebt e st s et sate s ae e sbe e sae e sae e sbeesutesueesatesbeesuaesaeesanesanesaneens 4
1 INEEOAUCTION ...ttt ettt b ettt s be et e bbbt e st et sbeebeestenbesbeebeens 12
1.1 Scope Of the dOCUMENL ........cccuieiieiieiieiieitetetet ettt ettt e b esbeenbeesseees 12
1.2 Related dOCUIMENES .....c.eeruiitiiiieieiertieiteteie sttt sttt sttt sb et sb e s b bt e e b sbeeieens 12
1.3 Conventions and abDIEVIALIONS ........cceeruerieririerienienieeteienie sttt sttt ete st sbeebeetesbesbeeieens 12
1.4 AT COMMANG SYNEAX ...eouvieeiietieiiesiieiieteenteeteesteesteesseeteeseenseeseensaesseesseeseessaesseenseenseenseenses 12
B B S T Ty 117 QUSSR 13
1.4.2 'S Parameter SYNMEAX .......eeeuieriieeiieeiieeeteeeteeette ettt e siteesateesbeeebteesateesnseesabeesbeeenseeesnseens 13
1.4.3 EXtENAEd SYNTAX....cccviiiiiiiiiieeieeie ettt see et st e st e sieestreseeesseesseesseesseesseessaesseenseenses 13
1.4.4 Combining AT commands on the same Command line............cccceeeveeviereieeciencieneennnenne 14
1.4.5 Entering successive AT commands on separate lines............ccceevveecveeieeieecieneeseenenenne 14
1.5 SUpPOrted CharaCter SELS......eevvieriieirieitieitieitierteeste ettt ettt sieesbeesbe e beesbeesbeesbeesseesseenseessnenses 14
1.6 FLOW COMEIOL ...ttt bttt b e s bt sb e s bt ebtentesbesbeeneens 14
1.6.1 Software flow control (XON/XOFF flow control)..........cccecevevirvienvieerieeieeieeie e 15
1.6.2 Hardware flow control (RTS/CTS flow control).........cccccueevieeiieiienieeieeieeie e 15
2 AT Commands According to V.25TER ......cciiiiiiiiiieiieieeeteste et 16
2.1 Overview of AT Commands According to V.25TER .......cccoooiiiiiiiiiiiieiceeeeecee e 16
2.2 Detailed Description of AT Commands According to V.25TER ........cccocvveiieviiiciiiciicieee 17
2.2.1 A/ Re-issues the Last Command GiVeN...........ccceeeueeieeiierieerieeieeieeie e eve e eveeeve e 17
2.2.2 ATA Answer an Incoming Call............cccoeeiiiiiiiiiiiiiiiiieieee e 17
2.2.3 ATD Mobile Originated Call to Dial A NUMDET.........cccceevviriiriieieeieeie e 18
2.2.4 ATD><n> Originate Call to Phone Number in Current Memory.........c...ccceeveruvenenne. 20

2.2.5 ATD><str> Originate Call to Phone Number in Memory Which Corresponds to Field
S 1 U URSUPSRRT 21
2.2.6 ATDL Redial Last Telephone Number Used.........ccccooirieiienininienineeieieeeeee 22
2.2.7ATE Set Command ECho Mode ..........cccoeviieiiiiiiiiciiciece et 23
2.2.8 ATH Disconnect EXisting CONNECION. .........ccueruerierieniieiieieieeieeieie e see e 24
2.2.9 ATI Display Product Identification Information .............cccceoevirieneneninnienerceeee, 24
2.2.10 ATL Set Monitor Speaker 10UAdNESS. .........ccueruerieierieniieieieie et 25
2.2.11 ATM  Set Monitor Speaker MOde ..........cccoeririeierieniieieiere et 25
2.2.12 +++ Switch from Data Mode or PPP Online Mode to Command Mode .................. 25
2.2.13 ATO Switch from Command Mode to Data Mode...........ccccovirvirrenenieieeceeeeene 26
2.2.14 ATP  Select Pulse Dialling...........cceeeuieieiireiiieiieeiieeciieeiee e sreesieesieeeeeeseneesenee s 26
2.2.15 ATQ Set Result Code Presentation MOde............cceeeeueieeieeeieeeecieeeee e 26
2.2.16 ATSO Set Number of Rings before Automatically Answering the Call..................... 27
2.2.17 ATS3 Set Command Line Termination Character............cocceeeuervierienienieenieeneeneennn 27
2.2.18 ATS4 Set Response Formatting Character ...........ccccecveevieerciieeiieeie e svee e 28
2.2.19 ATSS5 Set Command Line Editing Character.............ccceeeevvercieeriieesieeieerveeevee e 28

SIM928A_ AT Commands Manual_V1.00 4 2013. 03.12



H
) ssee
o III:

£

m
rparsy of S Tech

Smart Machine Smart Decision

2.2.20 ATS6 Pause Before Blind Dialling.........c.ccceevieriiiecieeiieieeieeie e 29
2.2.21 ATS7 Set Number of Seconds to Wait for Connection Completion.......................... 29
2.2.22 ATS8 Set Number of Seconds to Wait for Comma Dial Modifier Encountered in Dial
String 0f D COMMANA .......ccuieeiiiiieiieiieiieie ettt ettt ettt e ebeebe et e ebeenseebeeseenseenseenseenseas 30
2.2.23 ATS10 Set Disconnect Delay after Indicating the Absence of Data Carrier.............. 30
2.2.24 ATT Select TONe DIAliNg ......cccveeeiiiiieiieiecieeie ettt 31
2.2.25 ATV TA Response FOrmat ..........coocuiiiiiiiiiiiiiiieie ettt e 31
2.2.26 ATX Set CONNECT Result Code Format and Monitor Call Progress...................... 32
2.2.27 ATZ Reset Default Configuration ..........ccceceeeveeeieeieeeieeiie et eie e eee e eee e 32
2.2.28 AT&C Set DCD Function Mode .........ccccevueiiririenieniinieieiesiceteie et 33
2.229 AT&D Set DTR Function MoOde..........coeevieriiriiieieniieieiese e 33
2.2.30 AT&F Factory Defined Configuration ...........cccccceeeveecieecieeienieeieeie e 34
2.2.31 AT&V Display Current Configuration ...........ceeeueeeveeieerieerieeieeieeieeee e eeeeeeeene e 36
2.2.32 AT&W  Store Active Profile .......cccooiiiriiiiininiiieienreceeseeteeseeeee e 36
2.2.33 AT+GCAP Request Complete TA Capabilities List .......cccccceeeveeviercieeiireieeieeieene 37
2.2.34 AT+GMI  Request Manufacturer Identification ...........ccccceeeveeeiieieecieeiieeieeie e 37
2.2.35 AT+GMM Request TA Model Identification ............ccceecveeeieecieecieeiieeieeiecie e 37
2.2.36 AT+GMR Request TA Revision Identification of Software Release......................... 38
2.2.37 AT+GOI Request Global Object Identification...........cccceeeveeeieecieeiieecieeie e 38
2.2.38 AT+GSN Request TA Serial Number Identification (IMEI) .........ccccecvvevievinniennnnnne. 39
2.2.39 ATHICF Set TE-TA Control Character Framing.............ccoeceeeveevieeciencieeieeie e 39
2.2.40 AT+IFC Set TE-TA Local Data Flow Control ...........ccccecereninienenenennieneneneenn 40
2.2.41 AT+IPR  Set TE-TA Fixed Local Rate ........ccccoceeievieniniiieniinieieenicceeeceeene 41
2.2.42 AT+HVOIC Disconnect Voice Call Only..........cccoecveeeiiriiiiiiiniieieeieeieeie e 42
3 AT Commands According to GSMOT.07....c..coouieruieiieiieniienienieetesite e seeeee e saeseeeseeenaeenaeenes 43
3.1 Overview of AT Command According to GSMO7.07 ......cccverierierienienienieeieeee e 43
3.2 Detailed Descriptions of AT Command According to GSMO7.07 ......c.cccveeveeierienieeieeneene 44
3.2.1 AT+CACM Accumulated Call Meter (ACM) Reset or QUEry.......cccveeververeenevennnnnne. 44
3.2.2 AT+CAMM Accumulated Call Meter Maximum (ACM max) Set or Query ............. 45
323 ATHCAOC  AdVICe Of Charge .....c.eovvveeiieiieiieiieeiiesite sttt st e s sae e ae e e 46
3.2.4 AT+CBST Select Bearer Service TYPC....c.vecverueerierieiieniieeiienieeeeseeseesseeseesssesnveenns 47
3.2.5 AT+CCFC Call Forwarding Number and Conditions Control...........c.cceecveeverrennnnnne. 48
3.2.6 ATHCCWA  Call Waiting Control ...........ccverierieiienienienieeiesie e siesee e ve e eve e 49
3.2.7AT+CEER  Extended Error RePOrt .......cccoveiieriieiieniieiiecieciesitecte st 51
3.2.8 AT+CGMI Request Manufacturer Identification ...........cccceeceevverienienienieeieeieeene 53
3.2.9 AT+CGMM Request Model Identification...........c.cceereereerienienienienieeieeie e 53
3.2.10 AT+CGMR Request TA Revision Identification of Software Release...................... 54
3.2.11 AT+CGSN Request Product Serial Number Identification (Identical with +GSN)...54
3.2.12 AT+CSCS  Select TE Character Set.......ccuecvereerierierienieeiesieseesieseeseesvesenessveenns 54
3.2.13 AT+CSTA Select Type of AdAIess ....c.eecveereerieiieriieiiecieeieste et 55
3.2.14 AT+CHLD Call Hold and MUltiparty...........cccueeeerierienienienieniesieseeeeeeeeeeve e e 56
3.2.15 AT+CIMI Request International Mobile Subscriber Identity.........ccccceerveeierrennnnnne. 57
3.2.16 AT+CLCC List Current Calls of ME.........ccooviiiiiiiiriiieececece e 58
3.2.17 ATHCLCK  Facility LOCK ....ccueouieieiiiiieieieeee e 59

SIM928A_ AT Commands Manual_V1.00 5 2013. 03.12



H
) ssee
o III:

£

m
rparsy of S Tech

Smart Machine Smart Decision

3.2.18 AT+CLIP Calling Line Identification Presentation ............ccccceervverienieneenienrennenne 61
3.2.19 AT+CLIR Calling Line Identification Restriction...........cccccevvervenienieneeniesieenenne 62
3.2.20 AT+CMEE Report Mobile Equipment Error..........c.occverierienienienieniecieeieeie e 63
3.2.21 AT+COLP Connected Line Identification Presentation ............cccceeeveeveneneneenenne. 64
3.2.22 ATHCOPS  Operator SElECtION......cc.eevieriieiieriieriieniiesiieeeeeitesiaeetessteseeeenaeeeeenseeneeenes 65
3.2.23 ATHCPAS Phone ACtiVIty StatUS......cccveruieriieriienieniiesieniesieesteeeesiteseeeveeeeeneeenae e 67
3.2.24 AT+CPBF Find Phonebook Entries..........ccocceeeiereninienieninieeieeniesceee e 67
3.2.25 AT+CPBR Read Current Phonebook Entries .........cccceceevverenerienienenieienencsceeene. 68
3.2.26 AT+CPBS Select Phonebook Memory StOrage........cccververeerierienieneenreeeesvesnennns 69
3.2.27 AT+CPBW  Write Phonebook Entry .........ccccocveiienienienienieiieeeeeieeee e 70
3.2.28 ATHCPIN  Enter PIN.....ooiiiiieiiiieeeeee ettt st 72
3.2.29 ATHCPWD  Change PassWord..........cccueeverieriieiieniieniieniesiesieetesee e sveeeesnvesnve e 72
3.2.30 AT+CR  Service Reporting Control ..........ccceeveerierienienienienieeee st 73
3.2.31 AT+CRC Set Cellular Result Codes for Incoming Call Indication................c........... 74
3.2.32 AT+CREG Network RegiStration..........ccueeverierienierienieniesieetesiesee e eee e eae s 75
3.2.33 AT+CRLP Select Radio Link Protocol Parameters...........ccccoeeeevienieneneeneneneenenne. 76
3.2.34 AT+CRSM  Restricted SIM ACCESS ....eeueeieriiriieieienieniietenie sttt entenee st sieenaenees 77
3.2.35 AT+CSQ  Signal Quality REPOTt.......ccuveruieiieiieiieiieriieeteetese et 78
3.2.36 AT+FCLASS FAX: Select, Read or Test Service Class ........coovvveeevvveeeeeviveeeeeieeeeens 79
3.2.37 AT+FMI  FAX: Report Manufactured ID..........cccerieriinienienienieciene e 79
3.2.38 AT+HFMM FAX: Report Model ID ........cocoiiieiiiiiiieeiece e 80
3.2.39 AT+FMR  FAX: Report Revision ID ........ccccocverieiierienieiesieceeee e 80
3240 ATHVTD  TONE DUIation.....cc.ceeeieriiriiiiieieniiiieeteteniesteetete ettt s 81
3.241 AT+VTS DTMEF and Tone Generation ............ceceeverereerienuenienienieneneeeenienieseeneenees 81
3.2.42 ATHCMUX  Multiplexer CONtrol.......cccecverierierienienienieniesieeiesee e eveeae e eeae e 82
3.2.43 ATHCNUM  Subscriber NUMDET .........cccueriiriiiieieienieeiieee et 84
3.2.44 AT+CPOL Preferred Operator LiSt........cccecverierierierienienienieeie e see e eee e 84
3.2.45 AT+COPN Read Operator NamMES........ccverveeruierieniienienieneesiestesseeseesseesnnesnnessneens 85
3.2.46 AT+CFUN Set Phone Functionality ..........ccceecuerienienienienienieniesie e eee e eee e 86
3.2.47 ATHCCLK  ClOCK ...ttt sttt be et ese b ne s e 87
3.248 ATHCSIM  Generic SIM ACCESS ...cveruieuieieiinieeiieriente ettt ettt st este e st et eaeeas 87
3.2.49 AT+CALM  Alert Sound Mode........co.oeieiiniiiieieinieeeee st 88
3.2.50 ATHCALS  Alert SOUNd SeleCt......cc.ovuieieriiiiiieieierieeieee et 89
3.2.51 AT+CRSL Ringer Sound Level........cccoiiiiieiieiieiienieciecteseeee e 89
3.2.52 AT+CLVL Loud Speaker Volume Level ........cccccveiierienienienieniecieeieeieeee e 90
3.2.53 ATHCMUT  Mute CONIOL.....ccuiiuiieieieiieiesieieiete sttt st 91
3.2.54 AT+CPUC Price Per Unit and Currency Table..........cccoevverieiienienienieeieeieeie e 92
3.2.55 AT+CCWE Call Meter Maximum EVEnt ...........ccoccvevierienienienienieeieeeeeee e 92
3.2.56 ATHCBC  Battery Charge.......cccccvevuieriieriieiiieriieniienieesieesieesieesieesieesseesseesseesseesseesseennns 93
3.2.57 AT+CUSD Unstructured Supplementary Service Data..........cccccevvevienienieniennnnnne. 94
3.2.58 AT+CSSN Supplementary Services NOtification ...........cecvvereerieniencieneeseenreenennes 95
4 AT Commands According to GSMO7.05........cccuiioiiiiieieeiieie ettt 97
4.1 Overview of AT Commands According to GSMO7.05........c.ccceeeiiiiiiiiniieieeieee e 97
4.2 Detailed Descriptions of AT Commands According to GSMO7.05........cccovvvirienenenieenne. 97

SIM928A_ AT Commands Manual_V1.00 6 2013. 03.12



H
) ssee
o III:

£

m
rparsy of S Tech

Smart Machine Smart Decision

4.2.1 ATHCMGD  Delete SMS MESSAZE.......ccueeciieiieieeieeieeieeieeieeteeteeeesaeeaeeaessesnseenns 97
4.2.2 ATHCMGF Select SMS Message FOrmat ...........cccoecveeieeiieeieeiieeie e 98
4.2.3 ATHCMGL List SMS Messages from Preferred Store.........ccooceevieeciiecieeciieciecieee 99
4.2.4 ATHCMGR  Read SMS MESSAZE .....ccveevieiierieiieiieteeieeseenseesseeseenseenseesseeseenseenses 102
4.2.5 ATHCMGS  Send SMS MESSAZE......ccvverrierrierrierienteertieieeteesseesseeseesseesseesseesseesseessees 105
4.2.6 ATHCMGW  Write SMS Message t0 MEMOTY .....c.cccvverveerrienreeniieiienieenseenseenseenseensees 106
4.2.7 ATHCMSS Send SMS Message from StOTage .........cceeeveeeveereenieenieeneenieenieeneesseenees 108
4.2.8 ATHCNMI New SMS Message INdiCations .........ccceceerveeriieniieneeniienieenieeneenieeneeenees 109
4.2.9 AT+CPMS Preferred SMS MesSage StOTAZE ......ccvveveeveerrieirienieerieieeteeveeseeseennens 111
4.2.10 ATH+CRES  ReStore SMS Settings.......cceecveeruierienieeniieniienieeneeeseesseesseesseesseesseesseessees 112
4.2.11 ATHCSAS  Save SMS SELHNGS ...cuververriemieiiniieiieienie ettt ettt sttt seeeeeees 113
4.2.12 AT+CSCA SMS Service Center Address ........ceevererieienenienieierieseeerenie e 113
4.2.13 AT+CSCB Select Cell Broadcast SMS MeSSageS......c.cevveervrerieereierieenieenieenieenieenaeas 114
4.2.14 AT+CSDH Show SMS Text Mode Parameters ............cocvevvereeniienvenveneeneenieenenes 115
4.2.15 AT+CSMP  Set SMS Text Mode Parameters ...........ccecververienieniieneeneeneeneeneeeee 116
4.2.16 ATH+CSMS  Select MeSSAZE SEIVICE......ueruirriiereieriieriieiieniieneeesieenseesseessaesseessnenseensnes 117
4.2.17 AT+CMGS="><index>" Send SMS Message by IndeX...........ccccervrrrerververrenen. 118

5 AT Commands for SIM Application TOOIKIt..........cceecurreiiiiiieiiiie e 120
ST OVRIVIEW .ttt sttt ettt ettt b e bttt et b e e bttt e b e bt e st et e s bt eb e e st e bt sbe e bt e e enbesbeebeenee 120
5.2 STK AT COmMMANG.....cuiriiriiiiiiiniiitieiteteniesieetete ettt sttt este bbbt este st b et eaenbesbeeaeenee 120
5.2.1 AT*PSSTKI SIM Toolkit Interface Configuration.............cceecueeveeeeiiecieecreesieecieenenns 120
5.2.2 AT*PSSTK  SIM Too0lkit CONLrol .....ccceiiiiriiiieieiiniirieieiesieeiteeee et 121

6 AT Commands Special for SIMCOM.........cccieiiiriiriiieiieieeie et ete et eteere e eaesaessaesssesnseens 123
0.1 OVEIVIEW ...ttt sttt ettt b e bttt b e e bt e st et e bt e bt est et e e bt ebe e st e nbesbe e bt e st enbesbeeneenee 123
6.2 Detailed Descriptions of COMMANAS.........ccccvevuierireriieiiieiieeie e ete e ete e eveeveeaesaeesaeens 125
6.2.1 AT+SIDET  Change the Side Tone Gain Level.........cccccveviieiieciinciiicieeieeieeie e 125
6.2.2 ATHCPOWD  POWET Off ..ottt 125
6.2.3 AT+SPIC Times Remained to Input SIM PIN/PUK.......c.ccooeviirviirciincireiieieeieeiens 126
6.2.4 AT+CMIC Change the Microphone Gain Level.........ccccccoeeieeiieciieiiieciieiieieeieeeens 126
6.2.5 ATHCALA  Set Alarm Time.......cooeiuiririeniiniieiieieeeiee ettt 127
6.2.6 ATHCALD  Delete Alarm.....cc.cocieviiiiiiieieieiieeiteeieree ettt 128
6.2.7 ATHCADC Read ADC ....ooiiiiiieiiieeeee ettt 129
6.2.8 AT+CSNS  Single Numbering SCheme ...........ccoecviveiieciieciieiiieiieie e 129
6.2.9 AT+CDSCB Reset Cell Broadcast..........ccoceverieieniniiieieniesieeceesie e 130
6.2.10 AT+CMOD Configure Alternating Mode Calls .......c...ccoeeuieeiieciieciieciieieieeieeiens 130
6.2.11 AT+CFGRI Indicate RI When Using URC ..........cccccieciiiciieciieiieiecieeeee e 130
6.2.12 ATHCLTS  Get Local TimeStamp......c.ccceeevreeieeciieiieieeieereeieeeeeveeaeeveeveenesnneens 131
6.2.13 AT+CEXTHS External Headset Jack Control..........c..cccoeevieeiieciieciinciieiecieeieenens 133
6.2.14 AT+CEXTBUT Headset Button Status Reporting ...........cccecveevieeiiecieecreeciieieenenns 133
6.2.15 AT+CSMINS SIM Inserted Status Reporting..........ccceeeveeeveeeieecieecviecieeieeieeieenens 134
6.2.16 ATHCLDTMF Local DTMF Tone Generation .............cceecueeeveeeveeeveecveeveesveeeneenenns 135
6.2.17 AT+CDRIND CS Voice/Data Call Termination Indication .............cceeeeevreeveennnns 136
6.2.18 AT+CSPN  Get Service Provider Name from SIM ........c..cccoeevieeiieciieciieiieieeieeiens 137
6.2.19 AT+CCVM Get and Set the Voice Mail Number on the SIM ..........cccoeevveevreciiennnns 137

SIM928A_ AT Commands Manual_V1.00 7 2013. 03.12



H
) ssee
o III:

£

m
rparsy of S Tech

Smart Machine Smart Decision

6.2.20 AT+CBAND Get and Set Mobile Operation Band ...........cccccevviieeiieiiincieciieieeies 138
6.2.21 AT+CHF Configure Hands Free Operation...........ccceceeciiecieeciiesieecieeieeieeie e 139
6.2.22 AT+CHFA Swap the Audio Channels ...........cccoceeeiieviieiiieiiieiieie e 139
6.2.23 AT+CSCLK  Configure SIOW ClOCK ......c.cccueriiieiieiieiieie et eae e e 140
6.2.24 AT+CENG Switch On or Off Engineering Mode .........ccccceeevieeiieeiiecieeieeieeieeeens 141
6.2.25 AT+SCLASS0 Store Class 0 SMS to SIM When Received Class 0 SMS .............. 143
6.2.26 ATHCCID  ShOW ICCID ....ccuiiiiiiiieieiieiesie ettt 143
6.2.27 AT+CMTE Set Critical Temperature Operating Mode or Query Temperature...... 143
6.2.28 AT+CBTE Battery Temperature QUETY.........ccceeiieeriirerieenieeeiieeieeeieeeniieeseee e 144
6.2.29 AT+CSDT Switch On or Off Detecting SIM Card...........ccoeevveeiiecireciieiieieeieeiens 144
6.2.30 ATHCMGDA  Delete Al SMS......oiiiiiiiieieteeseee ettt 145
6.2.31 ATHSTTONE Play SIM Too0lKit TONE......ccccieiiieiieiieiieie et 146
6.2.32 ATHSIMTONE  Generate Specifically Tone.........ccceeveeviirciieiiieciieieeieeieeie e 147
6.2.33 AT+CCPD Enable or Disable Alpha String..........cccecveeiieviieciiesiieiieieeieeieeieeeens 147
6.2.34 AT+CGID Get SIM Card Group [dentifier.........cccceevueeciieiiiniiieiieiecieeieee e 148
6.2.35 AT+MORING Show State of Mobile Originated Call............cccoeevvreuererircieeirennnns 148
6.2.36 AT+HCMGHEX Enable or Disable Sending Non-ASCII Character SMS ............... 149
6.2.37 AT+CCODE Configure SMS Code Mode........ceecviriiriiiiieiieiecie e 150
6.2.38 AT+CIURC Enable or Disable Initial URC Presentation..........c.cccceeeeceerueneneennene 150
6.2.39 AT+CPSPWD Change PS Super Password..........cccocveviiriiieciieciieiieieeieeie e 151
6.2.40 AT*EXUNSOL Enable or Disable Proprietary Unsolicited Indications................. 151
6.2.41 AT+HCGMSCLASS Change GPRS Multislot Class .........cccceeeeerereniecnirenieeenene. 153
6.2.42 AT+CDEVICE View Current Flash Device TYpe.......cccvveveviieciieiiieieeieeieeie s 153
6.2.43 ATHCCALR Call Ready QUETY ......eecvieiieiieiieieeie et ete et eve e seaeeeveeeveeeaeenne e 153
6.2.44 AT+GSV Display Product Identification Information...........c.cccceeeveeeveecriecieecieennnns 154
6.2.45 AT+SGPIO  Control the GPIO ......c.ccociiiiiiiiiiieieiieeeeee e 154
6.2.46 AT+SPWM  Generate the Pulse-Width-Modulation ............ccccecevenininoeninencenen. 155
6.2.47 AT+ECHO Echo Cancellation COontrol ...........cccceoeririerienininienieneneeeeiesieseeene 156
6.2.48 AT+CAAS Control Auto Audio SWItCh .......coceevieiiriiiiiiiieeeeee 157
6.2.49 AT+SVR Configure Voice Coding Type for Voice Calls.......c.cccceeevreeiieerieciincrennnnns 158
6.2.50 AT+GSMBUSY Reject Incoming Call..........coecuieeiiiciieciiiiiieiieieciecie e 159
6.2.51 AT+CEMNL Set the List of Emergency NUMDET .........ccccceveiieviieciieciieieeieeieenens 159
6.2.52 AT*CELLLOCK Set the List of ARFCN Which Needs to Be Locked................... 160
6.2.53 AT+SLEDS Set the Timer Period of Net Light .........ccoociviiiiiiieciiiiieiieeeieeieeeee 161
6.2.54 AT+CCHGMODE Indicates If the Module Is Powered Off.............ccceoevirininne. 162
6.2.55 AT+CBUZZERRING Use the Buzzer Sound as the Incoming Call Ring............... 162
6.2.56 AT+CEXTERNTONE Close or Open the Microphone.............ccoeevveevieevieveecneennnns 163
6.2.57 AT+CNETLIGHT Close the Net Light or Open It to Shining ..........cccecceeevveeveennns 164
6.2.58 AT+CWHITELIST Set the White LiSt ......ccceeoiruirieieieierieieeeeeeeeeceee e 164
6.2.59 AT+CUSACC Accelerate Uart Response Speed..........ccveeveeiieciiecieeciieieeieeieenens 165
6.2.60 AT+CNETSCAN Performing A Net Survey to Show All the Cells Information .... 165
6.2.61 AT+CSGS Netlight Indication of GPRS Status.........c.ccceeevireiieciiiciieieeieeie e 166
6.2.62 AT+SKPD Enable Keypad INdication ...........c.ccceeevieeiieiiiieeiieie e 167
6.2.63 AT+CUSD  Unstructured Supplementary Service Data..........coccecevereecierienineenene 167

SIM928A_ AT Commands Manual_V1.00 8 2013. 03.12



i
:u.,;u.Com Smart Machine Smart Decision
7 AT Commands for GPRS SUPPOTt......cceeciiiiiiiieiieieeie ettt ees 169
7.1 Overview of AT Commands for GPRS Support........c.ccceecieeiiiieiiieiieieeeeieee e 169
7.2 Detailed Descriptions of AT Commands for GPRS Support.........cccceeeiieeinciiiciicieieeens 169
7.2.1 AT+CGATT Attach or Detach from GPRS Service .......ccccoocevevienenenienneniniieeee 169
7.2.2 ATHCGDCONT Define PDP CONEXE.....ccoueruirieieiiniiniieienienieeiteienie st eiteie e seeieens 170
7.2.3 AT+CGQMIN  Quality of Service Profile (Minimum Acceptable) .........c.ccceeeveenene 172
7.2.4 AT+CGQREQ Quality of Service Profile (Requested) .......c.ccceveiieerieciieciieiieieeienns 173
7.2.5 AT+CGACT PDP Context Activate or Deactivate ..........ccceoceverierieneneereenieneneeeens 175
7.2.6 ATHCGDATA Enter Data State .........cocceevuirieriieriiiniiiiceteeteeteeteeeeete e 175
7.2.7 ATHCGPADDR  Show PDP AddIess .......ccoceruirieieniiniiiieienienieeceeie e 176
7.2.8 ATHCGCLASS GPRS Mobile Station Class........cccceeeeierierierenienienieneeieienieeeeens 177
7.2.9 AT+CGEREP Control Unsolicited GPRS Event Reporting............ccoeeveeveeeveecieennnns 178
7.2.10 AT+CGREG Network Registration Status ...........ccceecveeviiriiieiiierieeieeieeie e 179
7.2.11 AT+CGSMS  Select Service for MO SMS MESSAZES .....vevveeverirereeieereeieeaeenens 180
8 AT Commands for TCPIP Application TOOIKIt.........cceeeiiriiiieiieiie et 182
8.1 OVEIVIEW ..ottt ettt sttt ettt et h e bbbt bt bt e st s bt s bt e bt et e s bt ebeebtenbesbeebeeneen 182
8.2 Detailed Descriptions of COommAaNds............ceeeveeierieeiieeieeieeie sttt 183
8.2.1 AT+CIPMUX  Start Up Multi-IP COnnection ............cceeevereeriesienieniesieseesee e 183
8.2.2 AT+CIPSTART Start Up TCP or UDP Connection............cceeververveniesveneeneenneennes 183
8.2.3 AT+CIPSEND Send Data Through TCP or UDP Connection............cccecververerennnnnee. 185
8.2.4 AT+CIPQSEND  Select Data Transmitting Mode ..........cccccveeieriercienienieniesie e 187
8.2.5 AT+CIPACK Query Previous Connection Data Transmitting State.................c........ 188
8.2.6 AT+CIPCLOSE Close TCP or UDP Connection ..........ccccoceeeeeeeeneneneereenieneneenns 189
8.2.7 AT+CIPSHUT Deactivate GPRS PDP Context .........ceceevuerinineeieneninieieneneeeene 189
8.2.8 AT+CLPORT  Set Local POIT.....cccceiiiiiieiiniiniieieiesitei ettt 190
8.2.9 AT+CSTT Start Task and Set APN, USER NAME, PASSWORD.........ccccccenueuenen. 191
8.2.10 AT+CIICR  Bring Up Wireless Connection with GPRS or CSD ..........cccccveeuvennennee. 191
8.2.11 AT+CIFSR  Get Local IP AddIess......cccueveruiririeieniiniieiesiesieeieete et 192
8.2.12 AT+CIPSTATUS  Query Current Connection Status ..........ccceeveervereereeseeneeneennes 192
8.2.13 AT+CDNSCFG Configure Domain Name Server........ccccccevveriereeneeneeneeneenneennes 194
8.2.14 AT+CDNSGIP Query the IP Address of Given Domain Name............cccccceeuvennenee. 194
8.2.15 AT+CIPHEAD Add an IP Head at the Beginning of a Package Received.............. 195
8.2.16 ATH+CIPATS  Set Auto Sending TIMET ......c.ccceevveeiiriierieeieeieeie e 196
8.2.17 AT+CIPSPRT Set Prompt of >’ When Module Sends Data............cccccververrennnne. 197
8.2.18 AT+CIPSERVER Configure Module as Server .........cccceeeververierienieniecieeeeseeennes 197
8.2.19 AT+CIPCSGP Set CSD or GPRS for Connection Mode .........cccccevverierieneennennne. 198
8.2.20 AT+CIPSRIP Show Remote IP Address and Port When Received Data................. 199
8.2.21 AT+CIPDPDP Set Whether to Check State of GPRS Network Timing.................. 200
8.2.22 AT+CIPMODE Select TCPIP Application Mode...........ccceeverierienienieciesieeeeene 201
8.2.23AT+CIPCCFG Configure Transparent Transfer Mode ............ccceevvervenienveneennennne. 202
8.2.24 AT+CIPSHOWTP Display Transfer Protocol in IP Head When Received Data.....203
8.2.25 AT+CIPUDPMODE UDP Extended Mode.........cccocevieienininieienenieceiese e 203
8.2.26 AT+CIPRXGET Get Data from Network Manually ............ccccceevvverienienieneennnnne. 204
8.2.27 AT+CIPQRCLOSE  Quick Remote ClOSE ........ccccvrrirrierieriieeieeieeie e seeeseee e 206

SIM928A_ AT Commands Manual_V1.00 9 2013. 03.12



H
) ssee
o III:

£

m
Tech Smart Machine Smart Decision

npany of 50

8.2.28 AT+CIPSCONT Save TCPIP Application ConteXt..........cceevvervveruerveseeseeneennnennes 207
8.2.29 AT+CIPTXISS Discard Input AT Data in TCP Data Send.........cccceeeveeverienrennnnnne. 208
8.2.30 AT+CIPRDTIMER  Set Remote Delay Timer .......ccccoeevevieeieeienieeieeiecie e 208
8.2.31 AT+CIPSTTIMER Set Retry Timer For PDP Activate/Deactivate........................ 209
AT+CIPSTTIMER  Set Retry Timer For PDP Activate/Deactivate...........ccceveeveenreenneennen. 209

9 AT Commands for IP APPLICALION ......ccvieiiriieiieieeie ettt ettt ettt eeaesaeseaeseaessaesnne e 211
0.1 OVEIVIEW ...ttt sttt ettt bbbt et b e s bt bt e s e b e s bt e bt e st et e eb e e bt es b et e ebeebe e st et enbesbeeneenaenean 211
9.2 Detailed Descriptions of COMMANAS.........c.ccceevueriierierieeieeie ettt seeseeeseeeseeesseeee s 211
9.2.1 AT+SAPBR Bearer Settings for Applications Based on IP.........ccccoeevvvcvinciinciennnnns 211
10 AT Commands for HTTP ApPliCation.......c..cceeeiieciiiciieiieiieieeie et eee e eve e eeveseaesene e 213
LO.1 OVEIVIEW ...ttt ettt h ettt b e bt et et bt eb e s et s bt ebe et e besbe e bt e st e nbesbeebeenes 213
10.2 Detailed Descriptions of COMMANAS..........cceeeuieciieiiieciieiieieeieeie e eve e ereeveevesevesene e 213
10.2.1 AT+HTTPINIT Initialize HTTP ServiCe ......c.ccvevieriirieieieniieieiesienieeeeeienve e eenennas 213
10.2.2 AT+HTTPTERM  Terminate HTTP Service........ccoccvevuieriieniieniieniieiieieeieeieeeenen 213
10.2.3 AT+HTTPPARA Set HTTP Parameters Value ..........ccccoceeviieriienieniieiieieieeeeneen 214
10.2.4 AT+HTTPDATA Input HTTP Data......ccooeoieiiiiiieiecreieeceicseeeeee e 215
10.2.5 AT+HTTPACTION HTTP Method Action .......c.ccveeeiriirienieinineneeceeseeeeceeee 216
10.2.6 AT+HTTPREAD Read the HTTP Server Response..........cccveevevieeniienieeniienieenieennenn 218
10.2.7 AT+HTTPSCONT Save HTTP Application ConteXt .........ccceeverreerreenieerreeneenneennenn 219
10.2.8 AT+HTTPSTATUS Read HTTP Status .....ccceceeeriereeieeriesieieceiesieeeeeeeie e 220

11 AT Commands for FTP APPIICAtiON......c.cecuieiiieciieiieieeieeie ettt ettt see e s ees 221
L1 T OVRIVIEW ..ttt sttt ettt ettt st sttt s h s bttt s b e sb st e bt bt s bt et et sbe e bt e st enbesbeebeenee 221
11.2 Detailed Descriptions of COMMANAS..........cceeeuieriieriieiieeieeieeieeieeie e eveeveeveevesneene e 221
11.2.1 ATHFTPPORT  Set FTP POIt.....cceieieiiiiieieciteseee ettt 221
11.2.2 AT+FTPMODE Set Active or Passive FTP Mode.........ccccooeririenininnicncncncnnen 222
11.2.3 ATHFTPTYPE  Set FTP Transfer TYPE ...c.vecvveeierieiieieeieeteeieeieeiteie e 223
11.2.4 ATHFTPPUTOPT = Set FTP PUt TYPE «..coveeeieeeeiirieieeeeie et 223
11.2.5 AT+FTPCID Set FTP Bearer Profile Identifier ..........cccceveninirieneninicicnieneecnee, 224
11.2.6 AT+FTPREST Set Resume Broken Download ............ccooeviniiienininienienenenenne, 224
11.2.7 AT+FTPSERV  Set FTP Server Address ........covevvereririenienenieieeneeceieiesieecenen 225
11.2.8 ATHFTPUN  Set FTP USer Name ......cc.cecueevierniiiiiieiieieeieeieeieeieeeeieeieeieeiee e 226
11.2.9 ATHFTPPW = Set FTP PassWord ........cocoecveviiiiiiieieieniieieeieceee e 226
11.2.10 AT+FTPGETNAME  Set Download File Name ..........ccccoveveeoieneninieeneneecnee, 227
11.2.11 AT+FTPGETPATH Set Download File Path..........ccccooiiiniiiiniiiieeeeeee, 227
11.2.12 AT+FTPPUTNAME  Set Upload File Name ..........cccceeveviieviienieniieniieiieeeieenenn 228
11.2.13 AT+FTPPUTPATH Set Upload File Path..........cocceeieiniiiccieeeceeeee 228
11.2.14 AT+FTPGET Download File........ccceoieiiieiiiiieiieiieieeeeieeieeieeie et 229
11.2.15 ATHFTPPUT  UPload File.....c.cocvieiieiieiieiecieeieeeeteeeete ettt 230
11.2.16 AT+FTPSCONT Save FTP Application ConteXt .........cceeverreerreerreeneerreesreenseennens 231
11.2.17 AT+FTPDELE Delete Remote File.........cccveoieiiieiiieiieiieieeieeieeiceieeeeie e 232
11.2.18 AT+FTPSIZE Get the Size of Specified File on the Remote Machine.................. 233
11.2.19 AT+FTPSTATE Get FTP Current State..........cccceeviieiiieriieeiie e 233
11.2.20 AT+FTPEXTPUT Extend Upload File..........cccooiiiiriiiieniiieeeeeeeeeeeeeene 234
11.2.21 AT+FTPMKD Make Directory on the Remote Machine ............cccccoeevvevieirennnnns 235

SIM928A_ AT Commands Manual_V1.00 10 2013. 03.12



§:::

Q?S.’“ Smart Machine Smart Decision
11.2.22 AT+FTPRMD  Remove Directory on the Remote Machine .............ccccceevvveneennen. 235
11.2.23 AT+FTPLIST List Contents of Directory on the Remote Machine....................... 236

12 Supported Unsolicited Result COAEs.......oecuiiriiriiieiiiiiieiieieeieeie ettt eae e 238

12.1 Summary of CME ERROR COdES........cccceriiieiieiieiieiieieeieeie ettt 238
12.2 Summary of CMS ERROR COd@S ......eeecuiiiieiieiieii ettt sve e 239
12.3 Summary of Unsolicited Result Codes ..........ccirviirriiiiiirciiiiieiieieeie e 241
13 AT Commands SAMPIE ......c.cecuieiiieiiieiieieeie ettt ete e eaesbeeeteesteseaesssesssesssesnsesnsesssenns 246
13.1 Profile COMMANAS......cceeciiieiieiieiieiieie et ete et ete e eteeaeetessaeesbeesbesssesnseensesnsesssesnsenns 246
13.2 SIM COMMANGS ....eouvieerieiieieeiieieeteeteeteeteeteeteetessbesssessseessessseessesssesssesssesssesssesssenssenns 247
13.3 General COMMANGS........ccuieeiieeiieiieieete et ete e ete e eteeeteeaeeeteesaeesbessaesssesssesssesssesssesnsenns 248
13.4 Call Control COMMANGS.........ccueeeiieeiieiieitieteeieete et eteeteeaeeteeaeesesssesssesssesssesssesssennsenns 248
13.5 SIM ToolKit COMMANGS ........eecvieiiiiieiieieeteeteete et eteeteeteeteeaeesbesssesssesssesssesssesssesnsenns 251
13.6 AUAio COMMANGS......ooitiiiieiieiieie ettt ettt ettt eteeteeetesaaesstesstessbesntesnsesnsesnnesnsenns 251
13.7 SMS COMMANAS ...outieiiieiieiieie ettt ettt ete et e eteeeteseteeebeseaesstesssesssesssesnsesnsesssesnnenns 251
13.8 GPRS COMMANGS .....oeuvieiiieiieiieieeie ettt ettt ete et eteeeteeteeeteseaeestesssesssesnsesnsesnsesnsesnsenns 253
13.9 ATFCNETSCAN COMMANA ....cveriiiiiiiniiniiieienieeiteteie ettt sttt sae e eveene 255

SIM928A_ AT Commands Manual_V1.00 11 2013. 03.12



H
‘:—_OIIII
g o LAl l]

Smart Machine Smart Decision

1 Introduction

1.1 Scope of the document

This document presents the AT Command Set for SIMCom SIM928A series cellular engine.

1.2 Related documentss

The present document is based on the following standards:

[1]3GPP TS 27.005: Use of Data Terminal Equipment — Data Circuit terminating Equipment
(DTE — DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS).
[2] 3GPP TS 27.007: AT command set for User Equipment (UE).

[3] ITU-T V.25 ter: Data communication over the telephone network — Serial asynchronous
automatic dialing and control.

[4] TIA/EIA-578-A: Facsimile Digital Interfaces — Asynchronous Facsimile DCE Control
Standard, Service Class

[5] 3GPP 27.010: Terminal Equipment to Mobile Station (TE-MS) Multiplexer protocol

You can visit the SIMCom Website using the following link:

http://www.sim.com

1.3 Conventions and abbreviations

In this document, the GSM engines are referred to as following term:

1) ME (Mobile Equipment);

2) MS (Mobile Station);

3) TA (Terminal Adapter);

4) DCE (Data Communication Equipment) or facsimile DCE (FAX modem, FAX board);

In application, controlling device controls the GSM engine by sending AT Command via its serial

interface. The controlling device at the other end of the serial line is referred to as following term:

1) TE (Terminal Equipment);

2) DTE (Data Terminal Equipment) or plainly "the application” which is running on an
embedded system;

1.4 AT Command syntax

The "AT" or "at" prefix must be set at the beginning of each Command line. To terminate a
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Command line enter <CR>.
Commands are usually followed by a response that includes. "<CR><LF><response><CR><LF>"

Throughout this document, only the responses are presented, <CR><LF> are omitted intentionally.

The AT Command set implemented by SIM928A is a combination of GSM07.05, GSM07.07 and
ITU-T recommendation V.25ter and the AT commands developed by SIMCom.

Note: A HEX string such as 00 49 49 49 49 FF FF FF FF' will be sent out through serial
port at the baud rate of 115200 immediately after SIM928A is powered on. The string shall
be ignored since it is used for synchronization with PC tool. Only enter AT Command
through serial port after SIM928A is powered on and Unsolicited Result Code "RDY" is
received from serial port. If auto-bauding is enabled, the Unsolicited Result Codes ""RDY"
and so on are not indicated when you start up the ME, and the ""AT"" prefix, not "at" prefix
must be set at the beginning of each command line.

All these AT commands can be split into three categories syntactically: "basic", "S parameter",
and "extended". These are as follows:

1.4.1 Basic syntax

These AT commands have the format of "AT<x><n>", or "AT&<Xx><n>", where "<Xx>"is the
Command, and "<n>"is/are the argument(s) for that Command. An example of this is "ATE<n>",
which tells the DCE whether received characters should be echoed back to the DTE according to
the value of "<n>". "<n>" is optional and a default will be used if missing.

1.4.2 S Parameter syntax

These AT commands have the format of "ATS<n>=<m>", where "<n>" is the index of the S
register to set, and "<m>"is the value to assign to it. "<m>" is optional; if it is missing, then a

default value is assigned.

1.4.3 Extended Syntax

These commands can operate in several modes, as in the following table:

Table 1: Types of AT commands and responses

Test Command AT+<x>=? The mobile equipment returns the list of parameters
and value ranges set with the corresponding Write
Command or by internal processes.

Read Command AT+<x>? This command returns the currently set value of the

parameter or parameters.

Write Command AT+<x>=<...> This command sets the user-definable parameter
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values.

Execution Command  AT+<x> The execution command reads non-variable
parameters affected by internal processes in the GSM

engine.

1.4.4 Combining AT commands on the same Command line

You can enter several AT commands on the same line. In this case, you do not need to type the
"AT" or "at" prefix before every command. Instead, you only need type "AT" or "at" the
beginning of the command line. Please note to use a semicolon as the command delimiter after an
extended command; in basic syntax or S parameter syntax, the semicolon need not enter, for
example: ATE1Q0S0=1S3=13V1X4+IFC=0,0;+IPR=115200; &W.

The Command line buffer can accept a maximum of 556 characters. If the characters entered

exceeded this number then none of the Command will executed and TA will return "ERROR".

1.4.5 Entering successive AT commands on separate lines

When you need to enter a series of AT commands on separate lines, please Note that you need to
wait the final response (for example OK, CME error, CMS error) of last AT Command you entered
before you enter the next AT Command.

1.5 Supported character sets

The SIM928A AT Command interface defaults to the IRA character set. The SIM928A supports
the following character sets:
e GSM format

e UCS2
e HEX

e IRA

e PCCP
e PCDN
e 8859-1

The character set can be set and interrogated using the "AT+CSCS" Command (GSM 07.07).
The character set is defined in GSM specification 07.05.

The character set affects transmission and reception of SMS and SMS Cell Broadcast messages,
the entry and display of phone book entries text field and SIM Application Toolkit alpha strings.

1.6 Flow control

Flow control is very important for correct communication between the GSM engine and DTE. For
in the case such as a data or fax call, the sending device is transferring data faster than the
receiving side is ready to accept. When the receiving buffer reaches its capacity, the receiving
device should be capable to cause the sending device to pause until it catches up.
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There are basically two approaches to achieve data flow control: software flow control and
hardware flow control. SIM928A support both two kinds of flow control.
In Multiplex mode, it is recommended to use the hardware flow control.

1.6.1 Software flow control (XON/XOFF flow control)

Software flow control sends different characters to stop (XOFF, decimal 19) and resume (XON,
decimal 17) data flow. It is quite useful in some applications that only use three wires on the serial
interface.
The recommend flow control approach of SIM928A is hardware flow control (RTS/CTS flow
control), to enable software flow control in the DTE interface and within GSM engine, type the
following AT Command:

AT+IFC=1,1
This setting is stored volatile, for use after restart, AT+IFC=1, 1 should be stored to the user
profile with AT&W.
NOTE:
The AT commands listed in the table of AT&W chapter should be stored to user profile with
AT&W for use after restart. Most other AT commands in V.25, 07.05, 07.07, GPRS will store
parameters automatically and can be used after module restart.

Ensure that any communications software package (e.g. Hyper terminal) uses software flow
control.

NOTE:

Software Flow control should not be used for data calls where binary data will be transmitted or
received (e.g. TCP/IP) as the DTE interface may interpret binary data as flow control characters.

1.6.2 Hardware flow control (RTS/CTS flow control)

Hardware flow control achieves the data flow control by controlling the RTS/CTS line. When the
data transfer should be suspended, the CTS line is set inactive until the transfer from the receiving
buffer has completed. When the receiving buffer is ok to receive more data, CTS goes active once
again.

To achieve hardware flow control, ensure that the RTS/CTS lines are present on your application
platform.
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2 AT Commands According to V.25TER

These AT Commands are designed according to the ITU-T (International Telecommunication
Union, Telecommunication sector) V.25ter document.
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2.2.3ATD Mobile Originated Call to Dial A Number
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2.24 ATD><n> Originate Call to Phone Number in Current Memory
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2.2.5 ATD><str> Originate Call to Phone Number in Memory Which Corresponds to Field
<str>
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2.2.6 ATDL Redial Last Telephone Number Used
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2.2.7ATE Set Command Echo Mode
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2.2.8 ATH Disconnect Existing Connection

2.2.9 ATl Display Product Identification Information
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2.2.10 ATL Set Monitor speaker loudness

2.2.11 ATM Set Monitor Speaker Mode

2.2.12 +++ Switch from Data Mode or PPP Online Mode to Command Mode
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2.2.13 ATO Switch from Command Mode to Data Mode

2.2.14 ATP Select Pulse Dialling

2.2.15 ATQ Set Result Code Presentation Mode
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2.2.16 ATSO Set Number of Rings before Automatically Answering the Call

2.2.17 ATS3 Set Command Line Termination Character
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2.2.18 ATS4 Set Response Formatting Character

2.2.19 ATS5 Set Command Line Editing Character
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2.2.20 ATS6 Pause Before Blind Dialling

2.2.21 ATS7 Set Number of Seconds to Wait for Connection Completion

SIM928A_AT Commands Manual_V1.00 29 2013. 03.12




Smart Machine Smart Decision

2.2.22 ATS8 Set Number of Seconds to Wait for Comma Dial Modifier Encountered in Dial
String of D Command

2.2.23 ATS10 Set Disconnect Delay after Indicating the Absence of Data Carrier
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2.2.24 ATT Select Tone Dialing

2.2.25 ATV TA Response Format
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2.2.26 ATX Set CONNECT Result Code Format and Monitor Call Progress

2.2.27 ATZ Reset Default Configuration
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Parameter impacted by Z command:

2.2.28 AT&C Set DCD Function Mode

2.2.29 AT&D Set DTR Function Mode
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2.2.30 AT&F Factory Defined Configuration

Parameter impacted by &F command:
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2.2.31 AT&V Display Current Configuration
2.2.32 AT&W Store Active Profile

Parameter stored by &W
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2.2.33 AT+GCAP Request Complete TA Capabilities List

2.2.34 AT+GMI Request Manufacturer Identification

2.2.35 AT+GMM Request TA Model Identification
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2.2.36 AT+GMR Request TA Revision Identification of Software Release

2.2.37 AT+GOI Request Global Object Identification
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2.2.38 AT+GSN Request TA Serial Number Identification (IMEI)

2.2.39 AT+ICF Set TE-TA Control Character Framing

SIM928A_AT Commands Manual_V1.00 39 2013. 03.12
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2.2.40 AT+IFC Set TE-TA Local Data Flow Control
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Smart Machine Smart Decision

2.241 AT+IPR Set TE-TA Fixed Local Rate

SIM928A_AT Commands Manual_V1.00 41 2013. 03.12
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2.2.41.1 Auto-bauding
Synchronization between DTE and DCE ensure that DTE and DCE are correctly synchronized and
the baud rate used by the DTE is detected by the DCE (=ME). To allow the baud rate to be
synchronized, simply issue an "AT" string. This is necessary when you start up the module while
auto-bauding is enabled. It is recommended to wait 3 to 5 seconds before sending the first AT
character. Otherwise undefined characters might be returned.
If you want to use auto-bauding and auto-answer at the same time, you can easily enable the
DTE-DCE synchronization, when you activate auto-bauding first and then configure the
auto-answer mode.
Restrictions on auto-bauding operation
® The serial interface has to be operated at 8 data bits, no parity and 1 stop bit (factory
setting).
® Only the strings "AT" or "At" (not "aT" or "at") can be detected when auto-bauding is
enabled.
® AT+HIPR=0 setting to auto-bauding will take effect after module resets. If user wants to
change DTE baud rate during module is running, i.e. from 57600 to 4800, DTR shall be
used to urge auto-bauding progress. DTR shall be pulled up to invalid state at least 2
seconds by DTE and then pulled down to valid state. The step will urge auto-bauding
progress and DCE will synchronize its baud rate after it receives data from the serial port.
® Unsolicited Result Codes that may be issued before the ME detects the new baud rate (by
receiving the first AT Command string) will be sent at the previously detected baud rate.
® The Unsolicited Result Codes "RDY" and so on are not indicated when you start up the ME
while auto-bauding is enabled.
® [t is not recommended to switch to auto-bauding from a baud rate that cannot be detected
by the auto-bauding mechanism (e.g. 300 baud). Responses to +IPR=0 and any commands
on the same line might be corrupted.

Auto-bauding and baud rate after restart
The most recently detected baud rate can not be stored when module is powered down.

2.2.42 AT+HVOIC Disconnect Voice Call Only
AT+HVOIC Disconnect Voice Call Only

Execution Response
Command Disconnect existing voice call by local TE from Command line and
AT+HVOIC terminate call with existing PPP or CSD connection on.
OK
Reference Note
V.25ter

SIM928A_ AT Commands Manual_V1.00 42 2013. 03.12
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3 AT Commands According to GSM07.07

3.1 Overview of AT Command According to GSM07.07

SIM928A_AT Commands Manual_V1.00 43 2013. 03.12
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3.2 Detailed Descriptions of AT Command According to GSM07.07

3.2.1 AT+CACM Accumulated Call Meter (ACM) Reset or Query

SIM928A_AT Commands Manual_V1.00 44 2013. 03.12
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3.2.2 AT+CAMM Accumulated Call Meter Maximum (ACM max) Set or Query

SIM928A_AT Commands Manual_V1.00 45 2013. 03.12
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3.2.3 AT+CAOC Advice of Charge
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3.2.4 AT+CBST Select Bearer Service Type
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3.25 AT+CCFC Call Forwarding Number and Conditions Control

SIM928A_AT Commands Manual_V1.00 2013.03.12
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3.2.6 AT+CCWA Call Waiting Control
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3.2.7TAT+CEER Extended Error Report
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3.2.8 AT+CGMI Request Manufacturer Identification
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3.2.12 AT+CSCS Select TE Character Set
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3.2.13 AT+CSTA Select Type of Address
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3.2.16 AT+CLCC List Current Calls of ME
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3.2.17 AT+CLCK Facility Lock
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3.2.18 AT+CLIP Calling Line Identification Presentation
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3.2.19 AT+CLIR Calling Line Identification Restriction

SIM928A_AT Commands Manual_V1.00 62 2013. 03.12
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3.2.20 AT+CMEE Report Mobile Equipment Error
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3.2.22 AT+COPS Operator Selection
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3.2.23 AT+CPAS Phone Activity Status

3.2.24 AT+CPBF Find Phonebook Entries
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3.2.25 AT+CPBR Read Current Phonebook Entries
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3.2.26 AT+CPBS Select Phonebook Memory Storage
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3.2.28 AT+CPIN Enter PIN

3.2.29 AT+CPWD Change Password
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3.2.30 AT+CR Service Reporting Control
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3.2.31 AT+CRC Set Cellular Result Codes for Incoming Call Indication
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3.2.32 AT+CREG Network Registration
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3.2.33 AT+CRLP Select Radio Link Protocol Parameters
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3.2.34 AT+CRSM Restricted SIM Access
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3.2.35 AT+CSQ Signal Quality Report

SIM928A_AT Commands Manual_V1.00 78 2013. 03.12
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3.2.37 AT+FMI  FAX: Report Manufactured 1D
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3.2.39 AT+FMR FAX: Report Revision ID

SIM928A_AT Commands Manual_V1.00 80 2013. 03.12
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3.2.40 AT+VTD Tone Duration
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3.2.43 AT+CNUM Subscriber Number

3.2.44 AT+CPOL Preferred Operator List
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3.2.45 AT+COPN Read Operator Names
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3.2.46 AT+CFUN Set Phone Functionality
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3.2.47 AT+CCLK Clock

3.2.48 AT+CSIM Generic SIM Access
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3.2.49 AT+CALM Alert Sound Mode
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3.251 AT+CRSL Ringer Sound Level
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3.2.52 AT+CLVL Loud Speaker Volume Level
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3.2.54 AT+CPUC Price Per Unit and Currency Table

3.2.55 AT+CCWE Call Meter Maximum Event

SIM928A_AT Commands Manual_V1.00 92 2013. 03.12
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3.2.56 AT+CBC Battery Charge
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3.2.58 AT+CSSN Supplementary Services Notification
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4.1 Overview of AT Commands According to GSMO07.05
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4.2.2 AT+CMGF Select SMS Message Format
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4.2.3 AT+CMGL List SMS Messages from Preferred Store
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424 AT+CMGR Read SMS Message
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4.2.6 AT+CMGW Write SMS Message to Memory
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4.2.8 AT+CNMI New SMS Message Indications
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4.2.10 AT+CRES Restore SMS Settings
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4.2.11 AT+CSAS Save SMS Settings

4.2.12 AT+CSCA SMS Service Center Address
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4.2.13 AT+CSCB Select Cell Broadcast SMS Messages
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4.2.14 AT+CSDH Show SMS Text Mode Parameters
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4.2.15 AT+CSMP Set SMS Text Mode Parameters
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4.2.16 AT+CSMS Select Message Service
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5 AT Commands for SIM Application Toolkit

5.1 Overview

5.2 STK AT Command

*PSSTK command is defined to support SIM toolkit by AT commands. Only part of SIM toolkit
commands that interact with user or MMI can be controlled. All other SIM toolkit mechanism
such as terminal profile, SMS or CBM data download, call control or MO SMS control by SIM,
event download and all command that does not require interaction with the user (or screen) are

internally managed by the ME.
5.2.1 AT*PSSTKI SIM Toolkit Interface Configuration

SIM928A_AT Commands Manual_V1.00 120 2013. 03.12
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5.2.2 AT*PSSTK SIM Toolkit Control
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6 AT Commands Special for SIMCOM

6.1 Overview

SIM928A_AT Commands Manual_V1.00 123 2013. 03.12






A compary o S84 Tech Smart Machine Smart Decision
6.2 Detailed Descriptions of Commands

6.2.1 AT+SIDET  Change the Side Tone Gain Level

6.2.2 AT+CPOWD Power Off

SIM928A_AT Commands Manual_V1.00 125 2013. 03.12
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6.2.4 AT+CMIC Change the Microphone Gain Level
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6.2.5 AT+CALA Set Alarm Time
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6.2.6 AT+CALD Delete Alarm
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6.2.7 AT+CADC Read ADC

6.2.8 AT+CSNS Single Numbering Scheme

SIM928A_AT Commands Manual_V1.00 129 2013. 03.12



6.2.9 AT+CDSCB Reset Cell Broadcast

6.2.10 AT+CMOD Configure Alternating Mode Calls

Indicate Rl When Using URC
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6.2.12 AT+CLTS Get Local Timestamp
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6.2.13 AT+CEXTHS External Headset Jack Control

6.2.14 AT+CEXTBUT Headset Button Status Reporting

SIM928A_AT Commands Manual_V1.00 133 2013. 03.12
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6.2.15 AT+CSMINS SIM Inserted Status Reporting
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6.2.17 AT+CDRIND CS Voice/Data Call Termination Indication
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6.2.18 AT+CSPN Get Service Provider Name from SIM

6.2.19 AT+CCVM Get and Set the Voice Mail Number on the SIM

SIM928A_AT Commands Manual_V1.00 137 2013. 03.12
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6.2.20 AT+CBAND Get and Set Mobile Operation Band
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6.2.21 AT+CHF Configure Hands Free Operation

6.2.22 AT+CHFA Swap the Audio Channels

SIM928A_AT Commands Manual_V1.00 139 2013. 03.12



Smart Machine Smart Decision

6.2.23 AT+CSCLK Configure Slow Clock
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6.2.24 AT+CENG Switch On or Off Engineering Mode
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6.2.25 AT+SCLASSO Store Class 0 SMS to SIM When Received Class 0 SMS

6.2.26 AT+CCID Show ICCID

6.2.27 AT+CMTE Set Critical Temperature Operating Mode or Query Temperature

SIM928A_AT Commands Manual_V1.00 143 2013. 03.12
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6.2.28 AT+CBTE Battery Temperature Query

6.2.29 AT+CSDT Switch On or Off Detecting SIM Card

SIM928A_AT Commands Manual_V1.00 144 2013. 03.12
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6.2.30 AT+CMGDA Delete All SMS
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6.2.31 AT+STTONE Play SIM Toolkit Tone

SIM928A_AT Commands Manual_V1.00 146 2013. 03.12



6.2.32 AT+SIMTONE Generate Specifically Tone

6.2.33 AT+CCPD Enable or Disable Alpha String
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6.2.34 AT+CGID Get SIM Card Group ldentifier

6.2.35 AT+MORING Show State of Mobile Originated Call

SIM928A_AT Commands Manual_V1.00 2013.03.12
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6.2.36 AT+CMGHEX Enable or Disable Sending Non-ASCII Character SMS

SIM928A_AT Commands Manual_V1.00 149 2013. 03.12
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6.2.37 AT+CCODE Configure SMS Code Mode

6.2.38 AT+CIURC Enable or Disable Initial URC Presentation

SIM928A_AT Commands Manual_V1.00 150 2013. 03.12
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6.2.39 AT+CPSPWD Change PS Super Password

6.2.40 AT+EXUNSOL Enable or Disable Proprietary Unsolicited Indications

SIM928A_AT Commands Manual_V1.00 151 2013. 03.12
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6.2.41 AT+CGMSCLASS Change GPRS Multislot Class

6.2.42 AT+CDEVICE View Current Flash Device Type

6.2.43 AT+CCALR Call Ready Query

SIM928A_AT Commands Manual_V1.00 153 2013. 03.12
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6.2.44 AT+GSV Display Product Identification Information

6.2.45 AT+SGPIO Control the GPIO
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6.2.47 AT+ECHO Echo Cancellation Control
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6.2.48 AT+CAAS Control Auto Audio Switch
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6.2.49 AT+SVR Configure Voice Coding Type for Voice Calls

SIM928A_AT Commands Manual_V1.00 158 2013. 03.12
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6.2.50 AT+GSMBUSY Reject Incoming Call

6.2.51 AT+CEMNL Set the List of Emergency Number

SIM928A_AT Commands Manual_V1.00 159 2013. 03.12
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6.2.52 AT*CELLLOCK Set the List of ARFCN Which Needs to Be Locked

SIM928A_AT Commands Manual_V1.00 2013.03.12
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6.2.53 AT+SLEDS Set the Timer Period of Net Light

SIM928A_AT Commands Manual_V1.00 161 2013. 03.12
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6.2.54 AT+CCHGMODE Indicates If the Module Is Powered Off

6.2.55 AT+CBUZZERRING Use the Buzzer Sound as the Incoming Call Ring

SIM928A_AT Commands Manual_V1.00 162 2013. 03.12
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6.2.56 AT+CEXTERNTONE Close or Open the Microphone

SIM928A_AT Commands Manual_V1.00 163 2013. 03.12
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6.2.57 AT+CNETLIGHT Close the Net Light or Open It to Shining

6.2.58 AT+CWHITELIST Set the White List

SIM928A_AT Commands Manual_V1.00 164 2013. 03.12
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6.2.59 AT+CUSACC Accelerate Uart Response Speed

6.2.60 AT+CNETSCAN Performing A Net Survey to Show All the Cells Information

SIM928A_AT Commands Manual_V1.00 165 2013. 03.12
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6.2.61 AT+CSGS Netlight Indication of GPRS Status

SIM928A_AT Commands Manual_V1.00 166 2013. 03.12
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6.2.62 AT+SKPD Enable Keypad Indication

6.2.63 AT+CUSD Unstructured Supplementary Service Data

SIM928A_AT Commands Manual_V1.00 167 2013. 03.12
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7.2.2 AT+CGDCONT Define PDP Context
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7.2.2.1For <cid> 1,2 and 3 the following parameters are stored in non volatile memory:
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7.2.3 AT+CGQMIN Quality of Service Profile (Minimum Acceptable)

SIM928A_AT Commands Manual_V1.00 172
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7.25 AT+CGACT PDP Context Activate or Deactivate

7.2.6 AT+CGDATA Enter Data State

SIM928A_AT Commands Manual_V1.00 175 2013. 03.12
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7.2.7 AT+CGPADDR Show PDP Address
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7.2.8 AT+CGCLASS GPRS Mobile Station Class
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7.29 AT+CGEREP Control Unsolicited GPRS Event Reporting
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7.2.10 AT+CGREG Network Registration Status
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7.2.11 AT+CGSMS  Select Service for MO SMS Messages

N
S
=
w
o
@
N
)

SIM928A_AT Commands Manual_V1.00 180



Smart Machine Smart Decision

SIM928A_AT Commands Manual_V1.00 181 2013. 03.12



A comparsy of S Tech Smart Machine Smart Decision

8 AT Commands for TCPIP Application Toolkit

8.1 Overview

SIM928A_AT Commands Manual_V1.00 182 2013. 03.12
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8.2 Detailed Descriptions of Commands
8.2.1 AT+CIPMUX Start Up Multi-1P Connection

8.2.2 AT+CIPSTART Start Up TCP or UDP Connection

SIM928A_AT Commands Manual_V1.00 183 2013. 03.12
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8.2.3 AT+CIPSEND Send Data Through TCP or UDP Connection
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8.2.4 AT+CIPQSEND  Select Data Transmitting Mode
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8.2.5 AT+CIPACK Query Previous Connection Data Transmitting State

SIM928A_AT Commands Manual_V1.00 188 2013. 03.12
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8.2.6 AT+CIPCLOSE Close TCP or UDP Connection

8.2.7 AT+CIPSHUT Deactivate GPRS PDP Context
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8.2.8 AT+CLPORT Set Local Port
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8.29 AT+CSTT Start Task and Set APN, USER NAME, PASSWORD

8.2.10 AT+CIICR Bring Up Wireless Connection with GPRS or CSD
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8.2.11 AT+CIFSR Get Local IP Address

8.2.12 AT+CIPSTATUS Query Current Connection Status

SIM928A_AT Commands Manual_V1.00 192 2013. 03.12






Smart Machine Smart Decision

8.2.13 AT+CDNSCFG Configure Domain Name Server

8.2.14 AT+CDNSGIP Query the IP Address of Given Domain Name

SIM928A_AT Commands Manual_V1.00 194 2013. 03.12
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8.2.15 AT+CIPHEAD Add an IP Head at the Beginning of a Package Received

SIM928A_AT Commands Manual_V1.00 195 2013. 03.12
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8.2.16 AT+CIPATS Set Auto Sending Timer
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8.2.17 AT+CIPSPRT Set Prompt of ‘>” When Module Sends Data

8.2.18 AT+CIPSERVER Configure Module as Server

SIM928A_AT Commands Manual_V1.00 197 2013. 03.12
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8.2.19 AT+CIPCSGP Set CSD or GPRS for Connection Mode
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8.2.20 AT+CIPSRIP Show Remote IP Address and Port When Received Data
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8.2.21 AT+CIPDPDP Set Whether to Check State of GPRS Network Timing
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8.2.22 AT+CIPMODE Select TCPIP Application Mode
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8.2.23AT+CIPCCFG Configure Transparent Transfer Mode
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8.2.24 AT+CIPSHOWTP Display Transfer Protocol in IP Head When Received Data

8.2.25 AT+CIPUDPMODE UDP Extended Mode
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8.2.26 AT+CIPRXGET Get Data from Network Manually
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8.2.27 AT+CIPQRCLOSE Quick Remote Close
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8.2.28 AT+CIPSCONT Save TCPIP Application Context
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8.2.29 AT+CIPTXISS Discard Input AT Data in TCP Data Send

8.2.30 AT+CIPRDTIMER Set Remote Delay Timer

SIM928A_AT Commands Manual_V1.00 208 2013. 03.12
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8.2.31 AT+CIPSTTIMER Set Retry Timer For PDP Activate/Deactivate
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9 AT Commands for IP Application

9.1 Overview

9.2 Detailed Descriptions of Commands

9.2.1 AT+SAPBR Bearer Settings for Applications Based on IP

N
S
=
w
o
@
N
)
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10 AT Commands for HTTP Application

SIM928A has an embedded TCP/IP stack that is driven by AT commands and enables the host
application to easily access the Internet HTTP service. This chapter is a reference guide to all the
AT commands and responses defined to use with the TCP/IP stack in HTTP Service.

10.1 Overview

10.2 Detailed Descriptions of Commands

10.2.1 AT+HTTPINIT Initialize HTTP Service

10.2.2 AT+HTTPTERM Terminate HTTP Service
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10.2.3 AT+HTTPPARA Set HTTP Parameters Value

SIM928A_AT Commands Manual_V1.00 214 2013. 03.12
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10.2.4 AT+HTTPDATA Input HTTP Data
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10.25 AT+HTTPACTION HTTP Method Action
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10.2.6 AT+HTTPREAD Read the HTTP Server Response
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10.2.7 AT+HTTPSCONT Save HTTP Application Context
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10.2.8 AT+HTTPSTATUS Read HTTP Status
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11 AT Commands for FTP Application

SIM928A has an embedded TCP/IP stack that is driven by AT commands and enables the host
application to easily access the Internet FTP service. This chapter is a reference guide to all the AT
commands and responses defined for using with the TCP/IP stack in FTP Service.

11.1 Overview

11.2 Detailed Descriptions of Commands

11.2.1 AT+FTPPORT Set FTP Port

SIM928A_AT Commands Manual_V1.00 221 2013. 03.12
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SIM928A_AT Commands Manual_V1.00 222




A comparsy of S Tech Smart Machine Smart Decision

11.2.3 AT+FTPTYPE Set FTP Transfer Type

11.2.4 AT+FTPPUTOPT Set FTP Put Type

SIM928A_AT Commands Manual_V1.00 223 2013. 03.12
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11.2.5 AT+FTPCID Set FTP Bearer Profile Identifier

11.2.6 AT+FTPREST Set Resume Broken Download
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11.2.7 AT+FTPSERV Set FTP Server Address
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11.2.8 AT+FTPUN Set FTP User Name

11.2.9 AT+FTPPW Set FTP Password

SIM928A_AT Commands Manual_V1.00 226 2013. 03.12
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11.2.10 AT+FTPGETNAME Set Download File Name

11.2.11 AT+FTPGETPATH Set Download File Path

SIM928A_AT Commands Manual_V1.00 227 2013. 03.12
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11.2.12 AT+FTPPUTNAME Set Upload File Name

11.2.13 AT+FTPPUTPATH  Set Upload File Path

SIM928A_AT Commands Manual_V1.00 228 2013. 03.12
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11.2.14 AT+FTPGET Download File

SIM928A_AT Commands Manual_V1.00 229 2013. 03.12
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11.2.15 AT+FTPPUT Upload File
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11.2.16 AT+FTPSCONT Save FTP Application Context
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11.2.18 AT+FTPSIZE Get the Size of Specified File on the Remote Machine

11.219 AT+FTPSTATE Get FTP Current State

SIM928A_AT Commands Manual_V1.00 233 2013. 03.12
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11.2.21 AT+FTPMKD Make Directory on the Remote Machine

11.2.22 AT+FTPRMD  Remove Directory on the Remote Machine

SIM928A_AT Commands Manual_V1.00 235 2013. 03.12
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11.2.23 AT+FTPLIST List Contents of Directory on the Remote Machine
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12 Supported Unsolicited Result Codes

12.1 Summary of CME ERROR Codes

Final result code +CME ERROR: <err> indicates an error related to mobile equipment or network.
The operation is similar to ERROR result code. None of the following commands in the same
Command line is executed. Neither ERROR nor OK result code shall be returned.

<err> values used by common messaging commands:
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12.2 Summary of CMS ERROR Codes

Final result code +CMS ERROR: <err> indicates an error related to message service or network.
The operation is similar to ERROR result code. None of the following commands in the same
Command line is executed. Neither ERROR nor OK result code shall be returned.

<err> values used by common messaging commands:
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754 invalid SIM command

755 invalid File Id

756 missing required P1/2/3 parameter
757 invalid P1/2/3 parameter

758 missing required command data
759 invalid characters in command data
765 Invalid input value

766 Unsupported mode

767 Operation failed

768 Mux already running

769 Unable to get control

770 SIM network reject

771 Call setup in progress

772 SIM powered down

773 SIM file not present

12.3 Summary of Unsolicited Result Codes

URC Description AT Command
+CCWA: Indication of a call that is currently
<number>,<type>,<class>[,<a | waiting and can be accepted. AT+CCWA=1
Ipha>]

+CLIP: The calling line identity (CLI) of the
<number>,<type>,<subaddr>, | calling party when receiving a mobile AT+CLIP=1
<satype>,<alphald>,<CLI terminated call.

validity>

+CRING: <type> Indicates incoming call to the TE if AT+CRC=1

extended format is enabled.

+CREG: <stat>[,<lac>,<ci>] | There is a change in the MT network

registration status or a change of the
network cell.

AT+CREG=<n>

+CCWV

Shortly before the ACM (Accumulated
Call Meter) maximum value is reached.
The warning is issued approximately
when 5 seconds call time remains. It is
also issued when starting a call if less

than 5 s call time remains.

AT+CCWE=1

+CMTI: <mem3>,<index> Indicates that new message has been

received.

AT+CNMI

<mt>=1

+CMT:

Indicates that new message has been

AT+CNMI

SIM928A_ AT Commands Manual_V1.00 241

2013.03.12



&

A comparsy of S

) ssee
o LAl l]

m
Tech

£

Smart Machine Smart Decision

<length><CR><LF><pdu> received. <mt>=2 (PDU
mode)
+CMT: Indicates that new message has been AT+CNMI

<oa>,<scts>[,<tooa>,<fo>,<pi

received.

<mt>=2 (text

d>,<dcs>,<sca>,<tosca>, mode)
<length>]<CR><LF><data>
+CBM: Indicates that new cell broadcast AT+CNMI
<length><CR><LF><pdu> message has been received. <bm>=2 (PDU
mode enabled):
+CBM: Indicates that new cell broadcast AT+CNMI
<sn>,<mid>,<dcs>,<page>,<p | message has been received. <bm>=2 (text
ages><CR><LF><data> mode enabled):
+CDS: Indicates that new SMS status report has | AT+CNMI
<length><CR><LF><pdu> been received. <ds>=1 (PDU
mode enabled):
+CDS: Indicates that new SMS status report has | AT+CNMI

<fo>,<mr>[,<ra>][,<tora>],<s

been received.

<ds>=1 (text mode

cts> <dt>,<st> enabled):
+CALV: <n> Indicate the expired alarm. AT+CALA
+COLP: The presentation of the COL (Connected
<number>,<type>[,<subaddr> | Line) at the TE for a mobile originated AT+COLP=1
,<satype>,<alphald>] call.

+CSSU:<code2>

Presentation status during a mobile
terminated call setup or during a call, or
when a forward check supplementary
service notification is received.

AT+CSSN=<n>[,<

m>]

<m>=1

+CSSl:<codel>[,<index>]

Presentation status after a mobile
originated call setup

AT+CSSN=<n>[,<

m>]

<n>=1

+CLCC:
<id1>,<dir><stat><mode>,<
mpty>[,<number>,<type

> <alphalD>]
[<CR><LF>+CLCC:
<id2>,<dir>,<stat>,<mode>,<
mpty>
[,<number>,<type>,<alphalD

>1[...1]

Report a list of current calls of ME
automatically when the current call
status changes.

AT+CLCC=1

*PSNWID: "<mcc>",
"<mnc>", "<full network
name>",<full network name
CI>, "<short network
name>",<short network name
CI>

Refresh network name by network.

*PSUTTZ:

Refresh time and time zone by network.

AT+CLTS=1

SIM928A_ AT Commands Manual_V1.00
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<year>,<month>,<day>,<hour
>, <min>,<sec>, "<time

zone>",<dst>

+CTZV: "<time zone>"

Refresh network time zone by network.

DST: <dst> Refresh Network Daylight Saving Time

by network.
+CEXTHS: Indicates whether a headset has been AT+CEXTHS=1
<mode>,<headset attach> attached or not (require hardware

support).
+CEXTBUT: Indicates whether a headset button has AT+CEXTBUT=1
<mode>,<headset button been pressed or not (require hardware
press> support).
+CSMINS: <n><SIM Indicates whether SIM card has been AT+CSMINS=1
inserted> inserted.

+CDRIND: <type>

Indicates whether a CS voice call, CS

data has been terminated.

AT+CDRIND=1

+CHF: <state>

Indicates the current channel.

AT+CHF=1

+CENG:
<cell>,"<arfcn>,<rxI>,<rxg>,
<mcc>,<mnc>,<bsic>,<cellid

> <rla> <txp>,<lac>,<TA>"

Report of network information.

AT+CENG=<mod
e>[,<Ncell>]

<mode>=2

+CENG:
<cell>,<mcc>,<mnc>,<lac>,<
cellid>,<bsic>,<rx1>

Limited report of network information.

AT+CENG=<mod
e>[,<Ncell>]

<mode>=3
MO RING Shows call state of mobile originated
call: the call is alerted. AT+MORING=1
MO CONNECTED Shows call state of mobile originated AT+MORING=1

call: the call is established.

+CPIN:<code> Indicates whether some password is AT+CPIN
required or not.
+CPIN: NOT READY SIM Card is not ready.
+CPIN: NOT INSERTED SIM Card is not inserted.
+SKPD: <Keypad Value>, Indicates the action of keypad and the AT+SKPD=1
<Keypad Status> value of it.
Following particular call state
iti i i i AT+EXUNSOL="
+CGURC: <event> transitions, multiple not{ﬁcatlons may
occur for the same transition, describes UR",1
the current call state.
Displays signal strength and channel bit
. AT+EXUNSOL="
+CSQN: <rssi>,<ber> error rate SQ".1
when <rssi>,<ber>values change. ’
+SIMTONE: 0 The generated tone playing is stopped or | AT+SIMTONE
completed.
+STTONE: 0 The SIM Toolkit tone playing is stopped AT+STTONE

or completed.

SIM928A_ AT Commands Manual_V1.00
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An intermediate result code is
transmitted during connect negotiation
when the TA has determined the speed
and quality of service to be used, before

+CR: <serv> . AT+CR=1
any error control or data compression
reports are transmitted, and before any
final result code (e.g. CONNECT)
appears.
+CUSD: Indicates an USSD response from the AT+CUS
initi i T+CUSD=1
<m>[<str_ure>[<des>]] network, or network initiated operation.
RING An incoming call signal from network is
detected.
NORMAL POWER DOWN | SIM928A is powered down by the
PWRKEY pin or AT command
“AT+CPOWD=1",
+CMTE: <n> The module temperature is abnormal. AT+CMTE=1

Refer to hardware document for details.

UNDER-VOLTAGE
POWER DOWN

Under-voltage automatic power down.

UNDER-VOLTAGE
WARNNING

under-voltage warning

OVER-VOLTAGE POWER
DOWN

Over-voltage automatic power down.

OVER-VOLTAGE
WARNNING

over-voltage warning

CHARGE-ONLY MODE

The module is charging by charger.
(require hardware support)

RDY

Power on procedure is completed, and
the module is ready to operate at fixed
baud rate. (This URC does not appear
when auto-bauding function is active).

AT+IPR=<rate>

<rate> is not 0

Call Ready

Module is powered on and initialization
procedure is over.

AT+CIURC=1

+CFUN: <fun>

Phone functionality indication (This
URC does not appear when
auto-bauding function is active).

AT+IPR=<rate>

<rate> is not 0

+CUSD: <m>[,<str>,<dcs>]

In case of enabled presentation, a

+CUSD (as direct answer to a send AT+CUSD=1
USSD) is then indicated
[<n>]CONNECT OK TCP/ UDP connection is successful AT+CIPSTART
CONNECT TCP/UDP connection in channel mode is
successful
[<n>]CONNECT FAIL TCP/UDP connection fails AT+CIPSTART
[<n>,]JALREADY TCP/UDP connection exists AT+CIPSTART
CONNECT
[<n>,]SEND OK Data sending is successful
[<n>,]CLOSED TCP/UDP connection is closed

RECV FROM: <IP

shows remote IP address and port

AT+CIPSRIP=1

SIM928A_ AT Commands Manual_V1.00
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ADDRESS>: <PORT>

(only in single connection mode)

+IPD, <data display transfer protocol in IP header to | AT+CIPHEAD
size>,<TCP/UDP>:<data> received data or not (only in single AT+CIPSHOWTP
connection mode)
+RECEIVE,<n><length> Received data from remote client (only
in multiple connection mode)
REMOTE IP: <IP Remote client connected in
ADDRESS>
+CDNSGIP: 1,<domain DNS successful AT+CDNSGIP
name>,<[P>
+CDNSGIP:0,<dns error DNS failed
code>
+PDP DEACT GPRS is disconnected by network
+SAPBR <cid>: DEACT The bearer based on IP connection of
SIMCom application is deactivated.
+HTTPACTION: Indicates HTTP method, Status Code AT+HTTPACTIO
<Method>,<StatusCode>,<Da | responded by remote server and the N=<Method>
taLen> length of data got.
+FTPGET:1,<res> FTPGET session AT+FTPGET=1
+FTPPUT:1,1,<maxlength> | It is ready to upload data. AT+FTPPUT
+FTPPUT:1,<res> FTP return result AT+FTPPUT
+FTPDELE:1,<res> FTP delete session AT+FTPDELE
+FTPSIZE:1,<res>,<size> FTP size session AT+FTPSIZE
+FTPMKD:1,<res> FTP create directory (not supported for AT+FTPMKD
all versions)
+FTPRMD:1,<res> FTP delete directory (not supported for AT+FTPRMD
all versions)
+FTPLIST:1,<res> FTP list session (not supported for all AT+FTPLIST
versions)
SIM928A_ AT Commands Manual_V1.00 245 2013. 03.12
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13 AT Commands Sample

13.1 Profile Commands

Demonstration

The AT Command interpreter
actively responds to input.
Display the product name and
the product release
information.

Display product identification
information: the manufacturer,
the product name and the

product revision information.

Display current configuration,
a list of the current active
profile parameters.

Reporting of mobile
equipment errors. The default
CME error reporting setting is
disabled. Switch to verbose
mode Displays a string
explaining the error in more
details.

Store the current configuration
in nonvolatile memory. When
the board is reset, the
configuration changes from

the last session are loaded.

Syntax
AT

ATI

AT+GSV

AT&V

AT+CMEE=?

AT+CMEE?

AT+CSCS=?

AT+CSCS="TEST"
AT+CMEE=2
AT+CSCS="TEST"

ATEO0&W
AT

[Reset the board]
AT

ATE1&W

AT

SIM928A_ AT Commands Manual_V1.00 246

Expect Result
OK

SIM928A R11.0

SIMCOM_Ltd
SIMCOM_SIM928A
Revision:1137B01SIM928AM
64 ST

OK

[A complete listing of the
active profile]

OK

+CMEE: (0-2)

OK
+CMEE: 1

OK
+CSCS:
("IRA","GSM","UCS2","HEX
","PCCP","PCDN","8859-1")

OK

ERROR

OK

+CME ERROR:
not allowed

OK

[No echo]

OK

operation

[No echo]
OK
[No echo]
OK
[Echo on]
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Set the ME to minimum

functionality

ME  has
functionality mode.

entered full

13.2 SIM Commands

Demonstration

List available phonebooks,
and select the SIM phonebook.

Display the ranges of
phonebook entries and list the

contents of the phonebook.

Write an entry to the current
phonebook.

AT+IPR?

AT+CFUN=0

AT+I[PR=115200

AT+IPR?

AT+CFUN=0

AT+CFUN?

Syntax

AT+CPBS=?

AT+CPBS="SM"

AT+CPBR=?

AT+CPBR=1,10

AT+CPBW=,"13918
18xxxx",129,"Daniel"

AT+CPBR=1,10

SIM928A_ AT Commands Manual_V1.00 247

OK
+IPR:0

OK
OK

+CPIN: NOT READY
OK

+IPR:115200

OK

+CPIN: NOT READY

+CFUN:1

OK

Expect Result

+CPBS:
("MC","RC","DC","LD","LA"
,"ME","SM","FD",
"ON","BN","SD","VM","EN"
)

OK
OK
+CPBR: (1-250),40,14

OK
[a listing of phonebook

contents]

OK

OK

[a listing of phonebook
contents]
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Find an entry in the current

phonebook using a text search.

Delete an entry from the
current phonebook specified
by its position index.

13.3 General Commands

Demonstration

Display the current network
operator that the handset is
currently registered with.

Display a full list of network

operator names.

Reduce its functionality. This
will deregister the handset
from the network.

Request the IMSI

AT+CPBF="Daniel"

AT+CPBW=2
AT+CPBR=1,10

Syntax
AT+COPS?

AT+COPN

AT+IPR?

AT+CFUN=0

[wait for deregister]
ATD6241xxxX;
AT+CFUN=1
AT+CIMI

13.4 Call Control Commands

Demonstration

Make a voice call

Syntax
ATD6241xxxX;

SIM928A_ AT Commands Manual_V1.00 248

OK
+CPBF:5,
"13918186089",129,"Daniel"

OK

OK

[a listing of phonebook
contents]

OK

Expect Result
+COPS: 0,0,"CHINA
MOBILE"

OK

+COPN: "20201",

"COSMO"

[skip a bit]

+COPN: "901012","Maritime
Comm Partner AS"

OK
+IPR: 0

OK
OK

ERROR
OK
460008184101641

OK

Expect Result
OK
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Hang up a call

Make a voice call using the
last number facility. The initial
call is established and then
cancelled. The second call is
made using the previous dial
string.

Example of a MT voice call
Make MT voice call to MS.

Call related to supplementary
service: AT+CHLD. This
Command provides support
for call waiting functionality.
Terminate current call and
accept waiting call.

Establish a voice call from
EVB, receive an incoming call
(incoming call accepts waiting
status), terminate active call
and accept incoming call. Note
call waiting must be active for
this option - use
"AT+CCWA=1,1” before
running this demonstration.
Set current call to busy state
and accept waiting call.
Establish a voice call from
EVB, receive an incoming call
(incoming call accepts waiting
status), place active call on
hold and switch to incoming
call. Terminate active call and
switch back to original call.
Note call waiting must have
been previously enabled for
this demonstration to work.
Switch between active and
held calls.

Establish a voice call from

ATH
ATD6241xxxX;

ATH
ATDL

ATA
ATH

AT+CHLD=<N>

AT+CCWA=1,1
ATD6241xxxX;
<RX incoming call>

AT+CHLD=1

ATD6241xxxX;
<RX incoming call>

AT+CHLD=2

AT+CHLD=1

ATD6241xxXX;

<RX incoming call>

SIM928A_ AT Commands Manual_V1.00 249

MS makes a voice call
OK

Call dropped

OK

OK

OK

RING

RING

OKJaccept call]
OKThang up call]
Return
value:(0,1,1x,2,2x,3,4,6,
6x,7x%,8%,9x)

OK
OK

RING

+CCWA: "62418148 ",
129,1,""

OK

<waiting call active>

RING

+CCWA: "1391818
6089",129,1,""

OK

<waiting call active other call
on hold>

OK

<incoming call terminated,

dialed number now active>

OK
RING
+CCWA: "1391818
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EVB, receive an incoming call
(incoming call accepts waiting
status), place active call on
hold and switch to incoming
call. Switch between both
calls, placing each in the hold
state whilst the other is active
before terminating each one.
This feature relies on knowing
each call’s ID. This is done
using the List Current Calls
(AT+CLCC) Command. A
call’s ID is required to switch
between held and active calls.
Held calls are not
automatically resumed when
all other calls are terminated.
They need to be made active
using the AT+CHLD=2x
Command. Note call waiting
must have been previously
enabled for this demonstration
to work.

Send busy status to incoming
waiting caller.

Establish a voice call from
EVB, receive an incoming call
(incoming call accepts waiting
status), send ‘busy’ status to
waiting mobile. Note call
waiting must have been
previously enabled for this
demonstration to work.

Drop all calls on hold.
Establish a voice call from
EVB, receive an incoming call
(incoming call accepts waiting
status), switch to incoming
call and drop all waiting calls.
Note call waiting must have
been previously enabled for

this demonstration to work.

AT+CHLD=2

AT+CHLD=21

AT+CLCC

AT+CHLD=22

AT+CHLD=12

AT+CHLD=11

ATD6241XxxXXX;

<RX incoming call>

AT+CHLD=0

ATD6241xxXXX;

<RX incoming call>

AT+CHLD=2

AT+CHLD=0
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6089",129,1,""

OK

<incoming call activated,
original on hold>
OK

<original ~ call  activated,

incoming call held>

+CLCC:1,0,0,0,0,"62
418148",129,""
+CLCC:2,1,1,0,0, "139
18186089",129, ""

OK

<Note incoming call held flag
set>

OK

<original call held, incoming
call active>

OK

<terminate incoming call>
<terminate original call>

OK

RING

+CCWA: "1391818
6089",129,1,""

OK

OK

<incoming call sent busy msg,

current call retained>

OK

RING

+CCWA: "1391818
6089",129,1,""

OK

<incoming call actived,
original on hold>

OK

<incoming  call  actived,
current call

terminate>
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13.5 SIM Toolkit Commands

Demonstration
Select the 1%

individual assistance

menu item:

Go to the menu of individual

assistance

Select 1: help

Go back to main menu

13.6 Audio Commands

Demonstration
DTMEF tones

13.7 SMS Commands

Demonstration

Set SMS system into text
mode, as opposed to PDU
mode.

Send an SMS to myself.

SIM928A_ AT Commands Manual_V1.00

Syntax

AT*PSSTK="MENU
SELECTION",1

AT*PSSTK="GET ITEM

LIST",5

AT*PSSTK="SELECT
ITEM",1,1,0,0

AT*PSSTK="NOTIFICATIO
N",1,0

Syntax
AT+CLDTMF=2, "1,2,3,4,5"

Syntax
AT+CMGF=1

AT+CSCS="GSM"

251

Expect Result

*PSSTK: "SELECT
ITEM",0,0,,0,0,1,0,0,5
*PSSTK: "GET ITEM
LIST",1,1,2,5E2E52A9,0,0,0
*PSSTK: "GET ITEM
LIST",2,2,2,752862377BA174
06,0,0,0

*PSSTK: "GET ITEM
LIST",3,3,2,52067EC47BA17
406,0,0,0

*PSSTK: "GET ITEM
LIST",4,4,2,7FA453D16D886
06F,0,0,0

*PSSTK: "GET ITEM

LIST",5,5,2,65E57A0B63D09
192,0,0,0

OK

*PSSTK:
"NOTIFICATION",1,19,1,2,5
3D190014FE1606F2026,0,0

*PSSTK: "END SESSION"

Expect Result
OK

Expect Result
OK

OK
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Unsolicited notification of the
SMS arriving

Read SMS message that has
just arrived.

Note: the number should be
the same as that given in the
+CMTI notification.

Reading the message again
and change the status to
"READ” from "UNREAD”

Send another SMS to myself.

Unsolicited notification of the
SMS arriving

List all SMS messages.
Note:”ALL”

uppercase.

must be in

Delete an SMS message.
List all SMS
show message
deleted.

messages to

has been

SIM928A_ AT Commands Manual_V1.00

AT+CMGS="+861391818xxx

XH

>This is a test <Ctrl+Z>

AT+CMGR=1

AT+CMGR=1

AT+CMGS="+861391818xxx

XH

>Test again<Ctrl+Z>

AT+CMGL="ALL"

AT+CMGD=1
AT+CMGL="ALL"

252

+CMGS:34

OK
+CMTI: "SM", 1

+CMGR: "REC UNREAD",
"+8613918186089", "","02
/01/30,20:40:31+00"

This is a test

OK

+CMGR: "REC READ",
"+8613918186089","",
"02/01/30,20:40:31+00"
This is a test

OK
+CMGS:35

OK
+CMTI: "SM",2

+CMGL: 1, "REC
READ","+8613918186089",
" "02/01/30,20:40:31+00"
This is a test

+CMGL: 2,
UNREAD"," ",
"+8613918186089", ""
,"02/01/30,20:45:12+00"
Test again

"REC

OK
OK

+CMGL: 2,
"+8613918186
089",""."02/01/30,20:45:12+0
o

Test again

"REC READ",

OK
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Send SMS wusing Chinese

characters

13.8 GPRS Commands

Demonstration
Establish a GPRS context.

There are two GPRS Service
Codes for the ATD Command:
Value 88 and 99.

Establish a connection by
service code 99.

Establish a connection by
service code 99 and using CID
1

Check if the MS is connected
to the GPRS network
GPRS

Detach from the

network

Check if the MS is connected
to the GPRS network
Check the class of the MS

Establish a context using the

terminal equipment: defines

SIM928A_AT Commands Manual

\V1.00

AT+CSMP=17,167,0,

25

AT+CSCS="UCS2"
AT+CMGS="0031003300390
031003800310038003x003x0

03x003x"
>4E014E50<Ctrl+Z>

Syntax

Setup modem driver

Setup dial up connection with
*90#

Run internet explorer

ATD*99#

ATD*99%**1#

AT+CGATT?

AT+CGATT=0

AT+CGATT?

AT+CGCLASS?

AT+CGDCONT=1,
”IP","CMNET"

253

OK

OK

+CMGS:36

OK

Expect Result
Should be able to surf the web

using Internet explorer.

CONNECT

CONNECT

+CGATT:1

OK
OK

+CGATT: 0

OK
+CGCLASS:B

OK
OK
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CID 1 and sets the PDP type ATD*99# CONNECT
to IP, access point name and IP

address aren’t set.

Cancel a context using the AT+CGDCONT=1, OK
terminal equipment "IP","CMNET"

ATD*99# CONNECT
Pause data transfer and enter +++ OK

Command mode by +++

Stop the GPRS data transfer ATH OK
Reconnect a context using the AT+CGDCONT=I, OK
terminal equipment "IP","CMNET"

ATD*99# CONNECT
Resume the data transfer 4=HF OK

ATO CONNECT

*Quality of Service (QOS) is a special parameter of a CID which consists of several parameters itself.
The QOS consists of
The precedence class
The delay class
The reliability class
The peak throughput class
The mean throughput class
and is decided in "requested QOS" and "minimum acceptable QOS”.
All parameters of the QOS are initiated by default to the "network subscribed value (=0)" but the
QOS itself is set to be undefined. To define a QOS use the AT+CGQREQ or AT+CGQMIN

Command.

Overwrite the precedence AT+CGQREQ=I,2 OK

class of

QOS of CID 1 and sets the

QOS of

CID 1 to be present

Response: all QOS values of AT+CGQREQ? +CGQREQ:1,2,,,,
CID 1 +CGQREQ: 3,0,0,3,0,0
are set to network subscribed

except precedence class which OK

is set

to 2

Set the QOS of CID 1 to not AT+CGQREQ=1 OK

present.
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Once defined, the CID can be

activated.

Activate CID 1, if the CID is AT+CGACT=1,1 OK

already active, the mobile

returns OK at once. If no

CID is defined the mobile AT+CGACT=1,3 +CME ERROR: requested
responds +CME ERROR: service option not subscribed.
invalid index.

Note: If the mobile is NOT

attached

by AT+CGATT=1 before

activating, the attachment is

automatically done by the

AT+CGACT Command.

Use the defined and activated AT+CGDATA="PPP", 1 CONNECT

CID to get online. The mobile

can be connected using the

parameters of appointed CID

or using default parameter

The mobile supports Layer 2 Protocol (L2P) PPP only.

Note: If the mobile is NOT attached by AT+CGATT=1 and the CID is NOT activated before
connecting, attaching and activating is automatically done by the AT+CGDATA Command.

Some providers require using an APN to establish a GPRS connection. So if user uses the
Microsoft Windows Dial-Up Network and ATD*9... to connect to GPRS, user must provide the
context definition as part of the modem definition (Modem
properties/Connection/Advanced.../Extra settings.) As an alternative, user can define and activate
the context in a terminal program (e.g. Microsoft HyperTerminal) and then use the Dial-Up
Network to send only the ATD Command.

13.9 AT+CNETSCAN Command

AT+CNETSCAN can show all local mobile network service providers’ information if module
power-on without SIM card. Also AT+CNETSCAN can show the information of current network
service provider which module is registered to if module power-on with SIM card.

Here is a sample while module power-on without SIM card.

AT+CNETSCAN

Operator:"CHN-UNICOM",MCC:460,MNC:1,Rxlev:61,Cellid:b5f0,Arfcn:0110
Operator:"CHN-UNICOM",MCC:460,MNC:1,Rxlev:25,Cellid:0¢93,Arfcn:0723
Operator:"CHN-UNICOM",MCC:460,MNC:1,Rxlev:16,Cellid:5779,Arfcn:0722

Operator:"CHINA MOBILE",MCC:460,MNC:0,Rxlev:15,Cellid:f4e2,Arfcn:0016
Operator:"CHINA MOBILE",MCC:460,MNC:0,Rxlev:18,Cellid:f952,Arfcn:0019
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Operator:"CHINA MOBILE",MCC:460,MNC:0,Rxlev:11,Cellid:2351,Arfcn:0010
Operator:"CHINA MOBILE",MCC:460,MNC:0,Rxlev:11,Cellid:f2¢3,Arfcn:0584
Operator:"CHINA MOBILE",MCC:460,MNC:0,Rxlev:12,Cellid:f951,Arfcn:0026

OK
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Contact us:

Shanghai SIMCom wireless solutions Ltd.

Address: Building A, SIM Technology Building, No. 633 Jinzhong Road, Shanghai,
P. R. China 200335

Tel: +86 21 3252 3300

Fax: +86 21 3252 3020

URL: www.sim.com/wm
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